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BR 015 80X Alarm systems for eye showers and safety showers 

 

 
 
 
 

Product overview 

Article-No. Model Mounting type 

BR 015 800 
ClassicLine alarm system for eye showers and safety showers with siren/flashlight 
combination. Prewired junction box inclusive electronic switch. 

Wall mounting 

BR 015 801 
ClassicLine alarm system for eye showers and safety showers with siren/flashlight 
combination. Prewired junction box inclusive electronic switch. 

Freestanding showers 

BR 015 805 
ClassicLine alarm system for eye showers and safety showers with siren. Prewired junction 
box inclusive electronic switch. 

Wall mounting 

BR 015 806 
ClassicLine alarm system for eye showers and safety showers with siren. Prewired junction 
box inclusive electronic switch. 

Freestanding showers 

BR 015 808 
ClassicLine alarm system for eye showers and safety showers with flashing light. Prewired 
junction box inclusive electronic switch. 

Wall mounting 

BR 015 809 
ClassicLine alarm system for eye showers and safety showers with flashing light. Prewired 
junction box inclusive electronic switch. 

Freestanding showers 
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Technical description 

Alarm systems for eye showers and safety showers 
ClassicLine alarm system for eye showers and safety showers with siren/flashlight combination or siren/flashlight. Prewired 
junction box inclusive electronic switch. 
- Siren 8x tones adjustable, Sound output 100 dB 
- Audio frequency approx. 1.6 / 3.4 kHz  
- Flashing light xenon, 1 Hz, red 
- Protection degree IP 65 
- Temperature range -20°C to +50°C 
- Electrical connection 230 V - 50 Hz 
Manufacturer: B-SAFETY or equal 
Article-No.: BR 015 80X 

 
 
 
 

Technical specifications - Connection box 

Dimensions (H x W x D): 120 x 122 x 90 mm 

Operating voltage: 230 V AC 

Temperature range: -60°C to +50°C 

Degree of protection: IP 66 

Connections: bottom:  
2x cable gland made of polyamide, black, M20x1.5 (7-13 mm) 
2x cable gland made of polyamide, black, M16x1.5 (4.5-9 mm) 
 
laterally (left): 
3x cable gland made of polyamide, black, M16x1.5 (4.5-9 mm) 
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Technical specifications - Siren 

Operating voltage: 230 V AC 

 

Current consumption: max. 40 mA 

Audio frequency: approx. 1.6 / 3.4 kHz 

Volume: max. 100 dB (A) / 1 m (bei 3,4 kHz) 

Tonality: continuous tone or pulse tone 

Switch-on time: 100% ED 

Life duration: > 5000 h 

Temperature range: -20°C to +50°C 

Protection degree: IP 65 

Mounting position: optional 
 
 
 
 

Technical specifications - Flash light 

Operating voltage: 230 V AC  

Current consumption: 15 mA 

Flash frequency: 1 Hz 

Flash energy: 2 Ws 

Duty cycle: 100% ED 

Life duration: min. 4 Mio. flashes 

Temperature range: -20°C to +50°C 

Protection degree: IP 65 

Mounting position: optional 
 
 
 
 

Material-overview Material Material description 

Housing Siren: ABS, PC, black, 87 g - 

Housing flash light: PC, transparent, 71 g - 

Housing Connection box: Polyester, glass fibre reinforced, black - 
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Switch position and volume setting of the siren 

 
 
 
 
 

Wiring diagram 

 
 


