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BR 022 985 
ClassicLine rod operated safety shower valve, wall mounted, exposed 

pipework 

 

 



 

 

page 

2/3 

Technical description 

ClassicLine rod operated safety shower valve, wall mounted, exposed pipework 
- ball valve with pull rod actuation on wall flange of stainless steel, can be mounted either on the right or left side of the door, DIN-
DVGW tested and certificated, water inlet ¾” female 
- flow rate at least 60 l/min at 1 bar flow pressure 
- pull rod with ring handle made of steel, chemical resistant powder coated, length 700 mm 
- holder for pull rod made of steel, chemical resistant green powder coated 
- opening angle 90°, not self-closing 
- mounting height for lower edge of pull rod handle according to the standards listed below: 0 to 1750 mm height above floor 
- according to BGI/GUV-I 850-0, DIN 1988 and DIN EN 1717 
- according to ANSI Z358.1-2014, DIN EN 15154-1:2006 and DIN EN 15154-5:2019 
Manufacturer: B-SAFETY or equal 
Article-No.: BR 022 985 

 
 
 
 
 

Technical specifications 

Material: stainless steel, steel 

Color: green 

Dimensions (H x W x D): 700 x 172 x 80 mm 

Operating pressure: 1 to 5 bar 

Flow rate: at least 60 l/min at 1 bar flow pressure 

Water inlet: ¾“ female 

Water outlet: ¾“ female 
 
 
 
 
 

Norm conformity Approvals 

- DIN EN 15154-1:2006 - GOST-R, Zertifikats-Nr. 0615463 

- DIN EN 15154-5:2019  

- ANSI Z358.1-2014  
 
 
 
 
 

Mounting-Instructions 

For an installation in accordance with DIN EN 15154-1:2006 it must be ensured, that the safety shower installation is self-draining 
between valve and shower head. 

 
 
 
 
 

Product overview   

BR 022 985  ClassicLine rod operated safety shower valve, wall mounted, exposed pipework 
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Accessories for safety shower valves 

Product overview Model Material Water inlet Water outlet Article-No. 

 

ClassicLine cable actuation for injured persons 
lying on the ground, additional to pull rod. 

Stainless 
steel, plastic 

- - BR 082 200 

 

ClassicLine disability friendly pull rod with 
double ring handle, green  
 
Lenght: 1150 mm 

Steel - - BR 082 300 

PremiumLine disability friendly pull rod with 
double ring handle, stainless steel.  
 
Lenght: 1150 mm 

Stainless 
steel 

- - BR 082 350 

 

PremiumLine automatic draining (ventilation) 
for safety shower valves 

Stainless 
steel 

¾“ female ¾“ male BR 082 400 

 

Maintenance ball valve for safety showers with 
removable trigger lever. 

Stainless 
steel 

¾“ female ¾“ female BR 830 955 

 

Thermostatic mixing valve for  
eye showers and safety showers,  
adjustment range 20 - 43°C,  
scald protection 43°C,  
flow rate 60 l/min at 2 bar flow pressure. 

Brass 
¾“ male 

and 
1“ male 

¾“ male 
and 

1“ male 
BR 710 950 

 

Flow switch for eye showers and safety 
showers, protection degree IP 65, electrical 
supply with 1.5 m cable. 

Brass ¾“ female ¾“ female BR 710 800 

 

ClassicLine alarm system for eye showers & 
safety showers with siren-/flashlight 
combination. Prewired junction box inclusive 
electronic switch.  
 
Electrical supply: 230 V - 50 Hz  

Plastic - - BR 015 800 


